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RSK NO 11-12-2014 

C-18122 A

GREEN SM LED W/CLR LENS
RoHS COMPLIANT

                                                                       OPERATING CHARACTERISTICS AT 25�$�C AMBIENT
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REV ECN NO REVISIONS DRN CKD APP DATE

A NEW RELEASE WFB

TOLERANCES:
UNLESS OTHERWISE SPECIFIED

FRACTIONS: �#�1/64
DECIMALS (.XX): �#�.01
DECIMALS (.XXX): �#�.005
DECIMALS (.XXXX): �#�.0005
ANGLES: �#�1�$�

SCALE: DRAWING SCALE

ALL DIM'S IN: INCHES (MM)
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REEL SPECIFICATION
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(4000-PCS/REEL)
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   LABEL TO CONTAIN: DIALIGHT LOGO,
DIALIGHT CATALOG PART NUMBER, QUANTI TY,
DATE OF MANUFACTURE, LOT NUMBER, RAN K OF
 LUMINOUS INTENSITY, COUNTRY OF ORIG IN.

.35  .012
[9  0,3]

 .45  .039
[11,4  1]

  .51  .008
[  13 0,2]

  2.36 
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[  60 
+0,1
-0

]

NOTES:
 
1. SOLDER TERMINALS: GOLD (Au) PLATED, OVER NICKEL (Ni), COPPER (Cu)
   SUBSTRATE ON FR-4 LAMINATE
2. SOLDER ADHERANCE: EACH PAD PER MIL-STD-202E, METHOD 208C.
3. TAPE AND REEL AS PER EIA STANDARD 481-1, WITH CATHODE TOWARD SPROCKET.
4. PARTS PACKAGED ON 180 mm DIA REEL, 8 mm TAPE, 4000/REEL (SEE SKETCH).
5. TAPE AND REEL LEDS MAY REQUIRE RE-TAPING AFTER TWELVE MONTHS.
6. DIALIGHT PART NUMBER: 597-5312-407NF AND 597-5312-402NF
7. THIS PRODUCT IS Pb FREE. IT IS IN COMPLIANCE WITH THE
   EUROPEAN UNION'S ROHS DIRECTIVE. EACH BAG AND REEL
   IS MARKED WITH THE RoHS COMPLIANT LABEL P/N 9100-117-0852-99
   OR EQUIVALENT
8. THIS ASSEMBLY CONTAINS ELECTROSTATIC DISCHARGE SENSITIVE DEVICES (ESDS).
   MAINTAIN ALL PRECAUTIONARY MEASURES DURING ASSEMBLY, HANDLING, AND
   STORAGE IN ACCORDANCE WITH IPC-A-610.
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ATTENTION:
OBSERVE PRECAUTIONS FOR
HANDLING ELECTROSTATIC

SENSITIVE DEVICES
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