UNCONTROLLLELD LDOCUMENT PART NUMBER REV.
5.8040.30 2800100 REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
[0.2268+0,012] [0.110=0.004. A | CHC'D SOLDER OPER. & STOR. SPECS. 8.3.94
B | CHG'D WHERE NOTED. 11.29.94
[00'05200?6005021 _ C | E.C.N. #10695. &10BRDR. 1.5.01
LI:I:[ :D:l—r ' ' £.0010.10 D | EC.N. #10762. 6.18.01
0.40£0.05 | 7 £0.079+0.004] E | ECN #11148 11.14.06
[0.016£0.002]
— 9190 [80.075] -
£504010 | | 1401010
[0.098+0.0041 "~ [0.055+0.0041 ELECTRO-OPTICAL CHARACTERISTKS TA=25'C  If=20mA
ANODE  »—{>t— CATHODE PARAMETER MIN P MAX__ UNITS__ TEST COND
PEAK WAVELENGTH 635 nm
20 [0.117] S FORWARD VOLTAGE 20 28 V§
015£0.02 REVERSE VOLTAGE 50 Ve lp=100pA
[0.00620.0011 R0.83 [R0.0331 REFLOW PROFILE AXIAL INTENSITY 6D med |§=20mA
B SEC, MAX, VIEWING ANGLE 25 X theta
0,76 00301 ﬁ)% _______ EMITTED COLOR: RED
I A T max 00 EPOXY LENS FINISH: WATER CLEAR
£ 475
0.60 [0.024] ] s o
£3040.30 B 1w 4 LIMTS OF SAFE CPERATION AT 25°C  PER DIE
[0.169+0.012] E 75 \i_\, PARAMETER MAX LNITS
50 | /o) PEAK FORWARD CURRENT* 160 A
4.00 [0157] 25 STEADY CURRENT k) mA
—| |~ 2.00 [0.079] ol T POWER DISSIPATION 100 mW
2155 [£0.061] TINE (SECONDS) DERATE FROM 25°C -12 mi/C
{ [& OPERATING, STORAGE TEMP. —40T0 +85 C
1.75 [0.069] (& SOLDERING TEMP. + 260 C
] 2.0mm FROM BODY 3 SEC. MAX
B RECOMMENDED SOLDER FAD LAYOUT IO
5.50 [0.2171 i ]
12.00 [0.4721 == 3.90 [0.1541] I NOTES: o
1, 1,000 PIECES PER REEL.
- J{ + 2. THE CATHODE IS ORIENTED
TOWARDS THE TAPE SPROCKET HOLE.
REFLACES PART #: SSL—LXAZ23IC—TR31
o e o & 2

TAPE FEED DIRECTION LNCONTROLLEL ﬂ@fﬁ//%f/\/f

*NLESS OTHERVEE SPECFED TOLERANGES PER DECIMAL FRECISION ARE: X=£1 (0.038), XX=£05 ($0.020), XX=£0.25 (010}, XXAX=20.127 (0.005). LEAD SIZE=005 (20002, LEAD LENGTH=10.75 (£0.930). NN= FJICNAL PRECBIN py - 1000 o
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IN PART FROM DSCLAISURE AND DISSENNATIN T ALL THRD FARTES. | T TW WEB: www.lumex.com.tw

635nm RED, AXIAL LED, QlR NANY YEARS OF Emﬁ%uumm INDICATE THAT DRAWN BY: CHECKED BY: JAPPROVED BY: g’:-l(—;i 1 ; 1O4I;C!]S
SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE FAILURE. :
WATER CLEAR LENS, Z BEND, TAPE AND REEL. PLEASE PAY ATIENTION TO YOUR SCLDERING PROGESS. Ic SCALE: N/A




