
Item Photo JKL Part Number Description Package (mm) Intensity (mcd) Current
   (mA) 

ZSM-T3020-W White Topview 3.0 x 2.0 x 1.3 1,400-2,200 mcd 20

ZSM-S3806-W White Sideview 3.8 x 1.0 x 0.6  1,200-2,300 mcd 20

 ZSM-T3014-W-01 White Topview 3.0 x 1.4 x 1.2 1,400-2,200 mcd 20

 ZSM-T4014-WH-01 White Topview 4.0 x 1.4 x 0.63 4,490-6,390 mcd 60

 ZSM-T3020-R
Red Topview                  
620-640nm 3.0 x 2.0 x 1.3 75-700 mcd 20

 ZSM-T3020-B
Blue Topview                     
460-475nm 3.0 x 2.0 x 1.3 230-530 mcd 20

 ZSM-T3020-G
Green Topview               

520-535nm 3.0 x 2.0 x 1.3 700-2,000 mcd 20

ZSM-T5050H  White Topview 5.4 x 5.0 x 1.6 5,100-8,500 mcd 60

ZSM-T5050-RGB RGB Topview 5.4 x 5.0 x 1.6 
R 300-700 mcd  
G 930-200 mcd    
B 230-400 mcd

20

 ZSM-T3020-WH-01 White Topview 3.0 x 2.0 x 0.8 4,490-8,650 mcd 20

 ZSM-T5630-WH-01 White Topview 5.6 x 3.0 x 0.77 6,700-13,700 mcd     120
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surface mount leds
ZSM-T SERIES

Note: Please contact JKL for specifications relating to specific color and intensity requirements.
STANDARD SURFACE MOUNT LEDs
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